
FRAMING STATION & TOOL CARRIAGES

Maximum
Productivity
The Automation Edge
The Panel-Pro event-driven software, powered tool carriages and unique
walk-through design maximizes production with minimum labor
requirements. 

Powered Tool Carriages
The powered tool carriages are the brawn of the Viking Framing Station.
They allow the operator to load material and press a button to start both
tool carriages, giving the operator ample time to prepare for the next panel.
The software is the brain of the framing station. With Panel-Pro event-driven
software, the carriage senses the number of nails needed, whether it is 2 x 4
or 2 x 6, and drives them to the desired depth at the location needed. The
system also fastens headers on a preset schedule and returns to fastening
studs once the panel is complete.

Increased Flexibility With Independent Stud
Locator Function
The heavy-duty counterbalanced stud locators in the Viking Framing
Station come standard to handle 16" and 24" o/c. Its unique clamping
system can apply up to 150 psi of air clamp pressure on each set of stud
locators. The stud locators fold down for studs not on layout and for the
placement of other framing components. Adjustable plate stops can be
quickly changed and can accommodate stud layout starting points for
sheathing overhang and special stud start points for 2 x 4 and
2 x 6 walls.

Add Options for Even Greater Productivity
Auto Stops 2nd Touchscreen
Multilingual Powered Transfer

Built to Last, Easy to Maintain
The Viking Framer’s weight and rigidity will absorb years of punishment in
even the most challenging construction environment. Whether manual or
powered, the rugged design of the Viking Framing Station sets it apart from
all other models.

“No automation manufacturer drives more nails. 
VIKING. The Powerhouse of Automation.”

Stud Locators Auto-Plate Stops

Powered Tool Carriages System Controls From 
Two Locations
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FRAMING STATION & TOOL CARRIAGES

*Specifications subject to change without notice

Standard Capacity and Nailing Speeds:
Minimum machine closing width 50 inches
Maximum machine opening width 12 feet
Average nailing speed 9 inches/second
Discharge speed 12 inches/second

Equipment Specification:*
Total overall system length Panel capacity + 6 feet
Conveyor discharge height 32-3/4 inches
Machine weight 5000 lbs.
Air requirements 15 CFM @ 100 PSI
Electrical requirements See STD configurations
Open architecture walk-through design
Clamping stud locators 16" & 24" o/c
Tool requirements Specify prior to order

Framing Station:
� Panel-Pro Event-Driven Software
� Powered Tool Carriages
� Master control with touchscreen for all table functions
� Touchscreen entered auto-plate stops for 1st stud start position
� Clamping stud locators
� Skate wheel material transfer
� Selectable table open-close distance settings
� Automatic stud locator release, retract and table open

Standard Configuration Choices:
� Right-hand orientation
� Voltage/Amperage

– 480V/20 Amp
� 16', 20', 24', 32' or 50' Lengths
� 12-foot width
� Automation level

– Powered tool carriages
� Touchscreen

Options:
� Transformers available for:

– 208V-600V
� 14-foot width
� Powered conveyors
� Multilingual
� 2nd control station with touchscreen
� Reverse eject for right to left flow
� Swing gates

Wall Size 16' x 12' 20' x 12' 24' x 12' 32' x 12' 50' x 12'

Machine
Length 22' 26' 30' 38' 56'
“A”
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